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CONEHEAD

Tube - Plastic System

Rib - Gold Wire

Body - Orange Holo

Wing - Yellow Kid Goat

   Yellow Angel Hair

   Orange Arctic Fox

Hackle - Orange cock

               Black cock

Wing - Orange Arctic Fox

Sides - Black Twinkle Flash

Head - Orange Conehead

Refer to the section on tubes to make the tube. Secure the tube in the

adapter with the liner extending 10mm at the front. Tie in the thread on

the inner tube and form a smooth ramp. Take the thead onto the outer

tube and wind down to where the inner tube finishes at the back tying in

a length of Gold Wire as you go down. Tie in a length of Orange Holo

and take the thread to the top of the outer tube. Wind the Holo up to

here forming the body. Rib with the Wire and trim off. Prepare a section

of Yellow Kid Goat and tie in with well waxed thread the length of the

hook. Trim the waste at a taper and bind down tightly. Tie in some

strands of Yellow Angel Hair. Prepare and tie in a bunch of Orange

Arctic Fox, this will be mainly the underfur.  Trim the waste at a taper

and bind down tightly. Each layer of the wing should be slighly longer

than the preceding one. When you tie in each layer of the wing slightly

spread the layers with your thumb nail so that looking at the fly from the

top it has a teardrop shape tapering towards the tail. Prepare an Or-

ange cock hackle and tie in by the tip, double it and wind 4 turns  Pre-

pare a Black cock hackle and tie in by the tip, double it and wind 4

turns. Tie off and whip finish.

Slide the cone onto the protuding tube liner  and push it up to the head

to check the fit. If it is ok pull it back and apply a tiny drop of superglue

to the head, not the tubing, and push the cone firmly into place. Cut the

liner sticking out the front to 2mm. Gently apply a flame to the tube and

melt over the end until it is flush with the cone. Immediately push a

dubbing needle into the tube to make sure the hole for the leader is

open.




