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Tube - Copper

Tail - Orange Boar Bristles

         Silver Krystal Flash

         Orange Bucktail

Hackle - Orange cock

Rib - Silver Wire

Body - Silver Lite Brite

Hackle - White cock and White cock

Eyes - Jungle Cock

Head - Orange

JUNCTION PIG

Secure the tube in the vice. Tie in the thread and wind down to 4mm

from the end. Tie in 6 Orange Boar bristles 2-3 times as long as the

tube. Arrange them in a nice fan shape. Coat the body with superglue

and bind down tightly to the head. Trim off the waste. Take the thread

back to the tail. Tie in 4 strands of Silver Krystal flash the same length.

Prepare a bunch of Orange Bucktail and tie in on top to the same

length. Take the thread to the head binding everything in tightly and trim

the waste. Take the thread back to the tail. Tie in a long fibred Hot

Orange cock hackle by the tip, double it and wind 4-6 turns. Tie in and

trim off the waste. Take some turns of thead over the stem to make sure

it slopes backwards. This hackle should be the length of the tube. Tie in

a  length of Silver Wire tightly and trim the waste to the full body length.

Wax the thread well and dub the thread with Silver Lite Brite. Take the

thread to the head forming the body. Tie in a short fibred White cock

hackle by the base. Take 2 close turns at the head and then palmer it

down to the tail. Holding the tip of the hackle taught rib the wire up to

the head securing the hackle as you go. Trim off the waste at both

ends. Tie in a White cock hackle by the tip, double it and wind 4 turns.

Take some turns of thead over the stem to make sure it slopes back-

wards. This hackle should be the length of the tube. Prepare a pair of

small Jungle Cock eyes and tie in as a V on top of the hook. Double the

waste ends back and tie in tightly. Form a nice head and whip finish.

Now apply a coat of superglue and when dry several coats of thin clear

varnish to produce a smooth shiny head.




